
Installation and Full Operator Guide visit our website www.autofeeder.com.au/support 

QR Code to video tutorials 

1.  Main Menu Screen 

Quick Start Guide 

1. Select ‘Preferences’ and navigate to Date and Time Settings. 

2. Set the ‘Current Date and Time’ then return to Main Menu. 

3. Select the Auto Drafter Settings tab. 

 

2. Feeding Programs Screen 

4. Select the ‘settings’ tab to set the draft weight in Kgs. 

5. Select settings to set the draft limit number of sheep. 

6. Select the OFF tab to enable the program.  It will turn green      

 and display ON in the box.   

7. To activate the feeder select AUTO GO/STOP.  This will start all 

       the programs that have the Green ON tab displayed.   

3. Gate Test 

 The Gate Test tab will check the operation of the gate without altering the draft data.   

4.   Gate sensor alignment 

 The gate sensor need to be directed down through the half circle cutout in the base plate.  To test the 

 sensor wave your hand under the beam.  When activated the orange light will illuminate on the rear 

 rim of the sensor.   

5. Scale Indicator 

 To tare the scale plate ensure that the F button is selected and the red indicator light is on.  To tare 

 the plate press the F button to off then press again to reset.  The red light will illuminate.  This will tare 

 the scale to within 3kg so the auto tare function is within limits. 

4.   Wiring Guide 

 Auto Drafter Connections— Pin 9 Drafter output signal.  Pins 11 and 12 24vdc power.   

 Auto Feeder Drafter Connection— Pin 4 Positive 24v, Pin 5 Negative 24v, Pin 6 Increasing Sheep Counter, Pin 7 Decreasing 

 Sheep Counter. 

5.  Mobile Phone Apps 

 Milesight IOT Cloud- Remote Monitoring App.  Used if optioned with remote monitoring device and data centre. 

6. Support and Trouble Shooting Guides.  

www.autofeeder.com.au/support or call 0428771105 

 The Shepherd Auto Feeder Operator Guide.   


