
Installation and Full Operator Guide visit our website www.autofeeder.com.au/support 

Note:  Turn Off Main Power Breaker During Configuration 

1.  Main Menu Screen 

Quick Start Guide 

1. Select ‘Preferences’ and navigate to Date and Time Settings. 

2. Set the ‘Current Date and Time’ then return to Main Menu. 

3. Select the Feeding Programs tab. 

 

2. Feeding Programs Screen 

4. Select the ‘settings’ tab of the desired feeding strategy. 

5. Insert the desired settings for the program then return back. 

6. Select the OFF tab to enable the program.  It will turn green      

 and display ON in the box.   

7. To activate the feeder select AUTO GO/STOP.  This will start all 

       the programs that have the Green ON tab displayed.   

3. Sensor Alignment 

 Turn the main power breaker OFF and enable FULL FEED AD-LIB ON.  This will activate the sensor light 

 beam.  The Green light indicates power, and the orange light indicates the sensor has been activated 

 by an object.  The sensor needs to be aligned so that the light beam shines through the hole in the 

 cabinet wall.  The face of the sensor should be positioned around 30mm back from the hole.  Located 

 the light beam on the trough side of the cabinet.  The beam should be shining down the middle of the 

 tray and located about half way between the bottom of the tray and the pipe clamp.  The orange light 

 should be inactive if positioned correctly.  The sensor can be moved by gently flexing the metal     

 bracket into position. Turn feeding program back to OFF and turn main power breaker back to ON. 

4.   Wiring Guide 

Terminal Connection 8 Pin— Pins 1-3 Trough Flush, Pins 4-7 Auto Drafter and Weighing System, Pin 4,5 and 8 Empty Silo Sensor 

Trough Wires— Pin 1 Open Signal Red Wire, Pin 2 Close Signal Blue Wire, Pin 3 Yellow Wire Negative 

Auto Drafter Wires— Pin 4 Positive 24v, Pin 5 Negative 24v, Pin 6 Increasing Sheep Counter, Pin 7 Decreasing Sheep Counter. 

Empty Silo Sensor– Pin 4 Positive 24V, Pin 5 Negative 24V, Pin 8 Signal 24v. 

5.  Mobile Phone Apps 

Victron Connect App- Solar Monitoring app.  Bluetooth code is 000000.  .   

Milesight IOT Cloud- Remote Monitoring App.  Used if optioned with remote monitoring device and data centre. 

6. Support and Trouble Shooting Guides.  

www.autofeeder.com.au/support or call 0428771105 

 The Shepherd Auto Feeder Operator Guide.   


